Axus Microsystem Inc.
Thinclient Release Note – TC320 series
	Version
	Bugs Fixed
	New Feature

	V1.3.2
	1. Task-swithcing by “Tab+ALT”

2. Fixed DHCP problem
	1. Multi-autostart on connectons

2. Support Smart card :

   Slave card

3. Support Power off by Smart card

4. The client will disable the Power on/off function while WRM do the flash F/W on remote site or local f/w update

5. Support Windows Management for local browser

6. Functions of SNMP agent for WRM1.2

	v1.3.4
	1. Master/Slave card issue program

2. Auto power-off for ICA login when SmartCard is still in the card reader

3. Slovenian characters input problem in PowerTerm

4. DDC bug

5. Wrong responses when invalid SmartCard is inserted, or SmartCard is inserted in wrong direction, or SmartCard is removed during read/write operations


	1. Break SNMP 8K transfer limitation

2. Restore WBT Wizard, and auto-generate/restore Terminal Name

3.Support Two Slovak keyboard layouts (QWERTY/QWERTZ)

4. Show correct terminal name in DHCP Manager

5. Firmware Upgrade memory buffer now is obtained by CreateFileMapping. As a result, no 32MB virtual memory limitation is enforced, and dubinet.dll is used for both "Firmware" property page and SNMP agent

6. Support new model (TC-800N/NE)

	V1.3.6
	1. Incorrect time shifting after Time Zone is changed

2. Norwegian keyboard's bug: "@" cannot be typed. 
3. Parallel port driver

4. PCMCIA controller driver: some XI-300 PC cards cannot be recognized. 
	1. Add "smart card" button on Connection Manager

2. Each of connections has its own icon & different color for active/inactive connection

3. Show IP address on "Specific IP" with grayed color while IP address is assigned by DHCP server

4. Add Ping function on "Network" properties

5. Add "Time Zone"

   Fully supported on model TC-320 and above. TC-300/310 doesn't have a backup battery, hence only time zone is configurable, no calendar and real-time clock settings. 

Add "Time Zone" tab into Terminal Properties both locally and remotely. (including Terminal Properties tab and WRM).

6. PIN Number is optional. You can enable PIN Number function or disable it

7. The system doesn't power off, If smart card is removed from the smart card reader

8. ICA changes back to 6.0.917 in order for more free registry space. Note that ICA 6.2.985 was introduced in v1.3.5a

9. Add other type of printer in printer page

10. Change two places which have "terminal name", and check terminal name's rule.

11. Support Turkish F and Q keyboards.     

12. Backup SysLocation for WRM grouping.

13. Support YE-DATA USB Floppy drive (YD-8U10) . 

14. Software power-off  (TC-800). 

15. Remove ECP-specific registry values, which were introduced since 1.3.5a. 

16. Change XI-300 registry settings; now XI-300 can be auto-detected. 

17. Remove 1024x768@85Hz option (TC-800)
18. Remove "plasma" effect before WBT desktop is coming up (TC-800).

19. Kernel will turn on ECP mode and assign IRQ15 to parallel port. 

	V1.3.7
	1. Internet SetOption fails to save proxy info .
2. Incorrect icon is shown when the connection is activated, hence RDP connections will not go to background when being activated.

3. Incorrect or damaged smart card will not cause shutdown any more. 
	1. Autostart connections will not be marked as default any more. 
2. Default connection will be highlighted after Connection Manager shows up. In additional , default connection will be marked as "Default" in Configure tab.
3. Introduce PowerTerm WBT v6.3.4 (build 4e92).
4. Restore ICA 6.2.985, hence also "SSLEnable" and "BrowserProtocol" registry values. 
5. Introduce ICA 6.2.992. "SSLEnable" and "BrowserProtocol" registry values are still kept

6. Introduce XI300.exe (setup tool for XI300), hence Terminal Properties' "Misc" tab is modified accordingly. 

7. Eliminate slow mouse movements in ICA connections for USBHID.DLL

8. NK.exe now compresses registry for 8MB DOC version, hence the number of ICA connections to be saved now are not limited to 3. 
9. Spanish keyboard driver now can generate accented or AltGr-specific characters. 

10. Enable Scroll Lock LED. 
11. Setup Wizard now will not show up after firmware upgrade. 

12. Disable registry flush and Terminal Properties whenever a SmartCard is inserted. 

	V1.3.8F
	1. Printer default settings sometimes will change automatically
2. Bugs of Smart Card.

3. Connections cann't autostart.

4. Upgrade PowerTerm to V6.3.4 build 507e
	

	V4.0.1
	
	1. WinCE.Net 4.0 kernel

2. ICA Connection: Version-6.3.1000

	V4.0.2
	1. 805 PCMCIA bug
2. F2 terminal properties auto-reboot without settings
	1. Support Touch Screen
2. Support USB Floppy
3. ICA client version : v6.3.1050

	V4.0.2.TC
	Support dot printer
	1. WinCE.Net 4.0 kernel , Tradition Chinese Version.
2. Not support NumLock function

3. The requirement for RAM is 128MB

4. Support to enter special character “\” when setting the working directory for RDP connection

5. ICA client version : v6.3.1050

	V4.0.3
	1. The Mouse speed/hole function can’t work

2. Encryption on ICA can’t work

3. When changing resolution or color bit , they aren’t interactive for each other

4. When click Display Page without settings, it will reboot
5. When modifying the resolution or network during running wbt wizard , it will reboot 

6. Verify the memory allocated by smart card application when it need to be free
	1. Support dot matrix printer likes EPSON LQ-1170C
2. Disable NumLock when power on

3. Disable NumLock at Keyboard item of Control Panel
4. Support Spanish for PowerTerm

5. Support ThinPrinter
6. Support USB CD-ROM , USB HD , USB Floppy Disk in ICA
7. Support VBScript
8. Disable disk mapping of RDP connection

9. Disable “Open” , “Save as” items in IE
10. Remove registry of History of IE

11. Remove “Clear History Button” of IE ; it will clear history automatically
12. Add XI-325 for PCMCIA

13. ICA client version : v6.3.1050

	V4.0.3.TC
	1. The Mouse speed & hole can’t work

2. Encryption on ICA can’t work

3. When change resolution or color bit , they aren’t interactive for each other

4. When click Display Page without changing anything , it will reboot
5. When modifying the resolution or network during running wbt wizard , it have to reboot 

6. Verify the memory allocated by smart card application when it need to be free
	1. WinCE.Net 4.0 kernel , Tradition Chinese Version.
2. Support dot matrix printer likes EPSON LQ-1170C
3. Disable NumLock when power on

4. Disable NumLock at Keyboard item of Control Panel
5. support Spanish for PowerTerm

6. Support ThinPrinter
7. Support USB CD-ROM , USB HD , USB Floppy Disk in ICA
8. Support VBScript
9. Disable disk mapping of RDP connection

10. Disable Open , Save as item in IEsample
11. Remove registry of History of IE

12. Remove “Clear History Button” of IE ; it will clear history automatically
13. Add XI-325 for PCMCIA

14. ICA client version : v6.3.1050

	V4.0.3.JP
	1. The Mouse speed/hole function can’t work

2. Encryption on ICA can’t work

3. When change resolution or color bit , they aren’t interactive for each other

4. When click Display Page without setting , it will reboot
5. When modifying the resolution or network during running wbt wizard , it will reboot 

6. Verify the memory allocated by smart card application to invalid or not when it need to be free
	1. WinCE.Net 4.0 kernel , Japan Version.
2. Support dot matrix printer likes EPSON LQ-1170C
3. Disable NumLock when power on

4. Disable NumLock at Keyboard item of Control Panel
5. Support Spanish for PowerTerm

6. Support ThinPrinter
7. Support USB CD-ROM , USB HD , USB Floppy Disk in ICA
8. Support VBScript
9. Disable disk mapping of RDP connection

10. Disable Open , Save as item in IEsample
11. Remove registry of History of IE

12. Remove “Clear History Button” of IE ; it will clear history automatically
13. Add XI-325 for PCMCIA

14. ICA client version : v6.3.1050

	V4.0.4.TC
	1. The COM2 port will be occupied even if there is no built-in smart reader
2. The USB mouse is delay of ICA connection

3. The mouse speed/hole function can’t work


	1. WinCE.Net 4.0 kernel , Tradition Chinese Version.
2. Support wheel function for PS2 mouse

3. Set the default resolution : 800x600 16bpp 60@Hz instead of DDC

4. Auto-detect the RAM and display the usage at system of control panel

5. Modifying the font of user interface

6. Support to save the IE browser when using smart card 

7. ICA client version : v6.3.1050

	V4.1.1
	1. Accept any pin number of smart card
2. The COM2 port will be occupied even if there is no built-in smart reader

3. USB Mouse moves delay on ICA connection.
4. The test function for resolution can’t work
	1. WinCE.NET 4.1 kernel

2. XP-SKIN Support
3. Add Reset\Shutdown selections at Power off

4. Add RAS Connection(DialUp, Direct, VPN, PPPoE) to Taskman.
5. Support Multi-Browser.
6. Support Reconnect when login terminal server via RDP5.1.
7. Support Enabled\Disabled command bar on RDP connection.
8. Support PDF viewer.
9. Integrated all keyboard drivers at one.
10. Increase size of registry 256K to 512K 
11. ICA client versioin : v6.3.1064.

	V4.1.1.TC
	
	1. WinCE.NET 4.1 kernel , Tradition Chinese Version.
2. Memory requirement : 128MB , which instead of 64MB

3. XP-SKIN Support
4. Add Reset\Shutdown selections at Power off

5. Add RAS Connection(DialUp, Direct, VPN, PPPoE) to Taskman.
6. Support Multi-Browser.
7. Support Reconnect when login terminal server via RDP5.1.
8. Support Enabled\Disabled command bar on RDP connection.
9. Support PDF viewer.
10. Integrated all keyboard drivers at one.
11. Increase size of registry 256K to 512K 

12. 1. ICA client version : v6.3.1064

	V4.1.2-T1
	When login the terminal server via RDP, the language at terminal server can't change the selected language at wbt.

	1. ICA client version : v6.3.1064

	V4.1.2
	1. When login the terminal server via RDP, the language at terminal server can't change the selected language at wbt.

	1. ICA client version : v6.3.1064

	V4.1.3-T1
	1. When execute connection automatically and failed to connect , keyboard can’t work ; the focus lost
	1. ICA client version : v6.3.1064

	V4.2.1
	1. Local IE can’t work when discharge electricity
2. If select USB printer with thinprinter and reboot , thinprinter program will destroy .

3. Some printers can’t work .
	1. WinCE.NET 4.2 kernel

2. Customized each RDP connection as Colors , Local Resources and Experience

3. Support USB Hard Drive with RDP connection

4. Support two kinds of VPN : L2TPVPN & PPTPVPN

5. Support WinCard with RDP connection

6. Support COM port redirection with RDP connection

7. ICA client version : v6.3.1064
8. RDP client version : v5.1

9. Local IE browser : v6.0 

10. Power term version : 6.3.4(521e)
11. Doesn’t support 8M DOC 

	V4.2.2-T1
	1. When login ICA connection , it can’t connect and appears “application fail”
2. When connect RDP connection and enable the local disk , system files at DOC/DOM will appear at Windows Explorer
	

	V4.2.2
	1. When login ICA connection , it can’t connect and appears “application fail”
2. When connect RDP connection and enable the local disk , system files at DOC/DOM will appear at Windows Explorer
	1. ICA client version : v6.3.1064

2. RDP client version : v5.1

3. Local IE browser : v6.0

Power term version : 6.3.4(521e)

	V4.2.3-T1
	
	1. Enabled Certificate feature of Control panel

2. ICA client version : v7.0.1101
3. Power term version : 6.3.4

	V4.2.3-T2
	1. Solved the input slower at ICA protocol
	1. Power term version : 6.3.5(9cbe)
2. Added new way to import Certificate via Smart Card

	V4.2.3-T3
	1. When press AltGr key , keyboard driver doesn’t send CTRL and LALT event
	1. Power term version : 6.3.5(9d20)
2. Support Certificate feature for ICA

	V4.2.3
	1. Solved the input slower at ICA protocol
2. When press AltGr key , keyboard driver doesn’t send CTRL and LALT event
	1. Enabled Certificate feature of Control panel

2. ICA client version : v7.0.1101

3. Power term version : 6.3.5(9cbe)
4. Added new way to import Certificate via Smart Card

5. Support Certificate feature for ICA

6. Support Global password : If user set system password , thinclient allows Global password and the password set by user . 

	V4.2.4-T3
	
	1. Add the network initialization when booting

2. Support Secure Port with RDP : allowed user to use character “:” with RDP server name

3. Support USB Barcode Reader



	V4.2.4
	1. WBT is issued licenses from server (ICA & RDP connection) , but it can’t be identified which kind of license it used
	1. Add the network initialization when booting

2. Support Secure Port with RDP : allowed user to use character “:” with RDP server name

3. Support USB Barcode Reader

4. ICA client version : v7.0.1101

5. Power term version : 6.3.5(9cbe)
6. RDP client version : v5.1

7. Local IE browser : v6.0



	V4.2.5-T1
	1. When execute connection automatically and failed to connect , keyboard can’t work ; the focus lost

2. Network initiation failed even if network already established when booting
	1. ICA client version : v7.0.1101

2. Power term version : 6.3.5(9cbe)
3. RDP client version : v5.1

4. Local IE browser : v6.0



	V4.2.5-T2
	1. The some characters appears incorrect with USB keyboard , for instance , “1” in NumPad

2. User can’t be allowed to type 4 characters password with RDP connection
3. User can’t save connections or it remains the last connections with smart card when save another connection
	1. ICA client version : v7.0.1101

2. Power term version : 6.3.5(9cbe)
3. RDP client version : v5.1

4. Local IE browser : v6.0

	V4.2.5-T3
	1. Smart card problem : 

a. Can’t appears Connection Manager when select Smart card mode and insert smart card with none / one connection .

b. Can’t save / delete connection within smart card 

2. Bootscard program crashed problem :

a. when put-off smart card within connection manager mode 
b. When insert smart card with smart card mode and it didn’t appear Connection Manager and put-off the smart card
	1. Support German (IBM) keyboard layout

2. Support Wincard with ICA connection

3. ICA client version: v 8.00.26449
4. Power term version: 6.3.5(9cbe)
5. RDP client version: v5.1

6. Local IE browser: v6.0

	V4.2.5
	1. When execute connection automatically and failed to connect , keyboard can’t work ; the focus lost

2. Initialing Network when booting

3. The some characters appears incorrect with USB keyboard , for instance , “1” in NumPad
4. User can’t be allowed to type 4 characters password with RDP connection
5. User can’t save connections or it remains the last connections with smart card when save another connection

6. Smart card problem : 

a. Can’t appears Connection Manager when select Smart card mode and insert smart card with none / one connection .

b. Can’t save / delete connection within smart card
7. Bootscard program crashed problem :

a. when put-off smart card within connection manager mode 

b. when insert smart card with smart card mode and it didn’t appear Connection Manager and put-off the smart card
	1. Support German (IBM) keyboard layout

2. Support Wincard with ICA connection

3. ICA client version: v 8.00.26449
4. Power term version: 6.3.5(9cbe)
5. RDP client version: v5.1

6. Local IE browser: v6.0

	V4.2.6
	1. When ICA disconnected, ICA client will connection to server automatically, and this new session won’t be to control by Connection Manager.
	1. Support Polish Language (Programmer & 241)

2. Support wireless card with 3.3V

3. Support NumLock when booting

4. ICA client version: v 8.00.26449
5. Power term version: 6.3.5(9cbe)
6. RDP client version: v5.1

7. Local IE browser: v6.0


