Axus Microsystem Inc.
Thinclient Release Note – TC810 series
	Version
	BugFix
	New Feature

	V4.0.3
	1. The Mouse speed/hole function can’t work

2. Encryption on ICA can’t work

3. When changing resolution or color bit , they aren’t interactive for each other

4. When click Display Page without settings, it will reboot
5. When modifying the resolution or network during running wbt wizard , it will reboot 

6. Verify the memory allocated by smart card application when it need to be free
	1. Support dot matrix printer likes EPSON LQ-1170C
2. Disable NumLock when power on

3. Disable NumLock at Keyboard item of Control Panel
4. Support Spanish for PowerTerm

5. Support ThinPrinter
6. Support USB CD-ROM , USB HD , USB Floppy Disk in ICA
7. Support VBScript
8. Disable disk mapping of RDP connection

9. Disable Open , Save as item in IEsample
10. Remove registry of History of IE

11. Remove “Clear History Button” of IE ; it will clear history automatically
12. Add XI-325 for PCMCIA

13. ICA client version : v6.3.1050

	V4.0.3.TC
	1. The Mouse speed & hole can’t work

2. Encryption on ICA can’t work

3. When change resolution or color bit , they aren’t interactive for each other

4. When click Display Page without changing anything , it will reboot
5. When modifying the resolution or network during running wbt wizard , it have to reboot 

6. Verify the memory allocated by smart card application when it need to be free
	1. WinCE.Net 4.0 kernel , Tradition Chinese Version.
2. Support dot matrix printer likes EPSON LQ-1170C
3. Disable NumLock when power on

4. Disable NumLock at Keyboard item of Control Panel
5. support Spanish for PowerTerm

6. Support ThinPrinter
7. Support USB CD-ROM , USB HD , USB Floppy Disk in ICA
8. Support VBScript
9. Disable disk mapping of RDP connection

10. Disable Open , Save as item in IEsample
11. Remove registry of History of IE

12. Remove “Clear History Button” of IE ; it will clear history automatically
13. Add XI-325 for PCMCIA

14. ICA client version : v6.3.1050

	V4.0.3.JP
	1. The Mouse speed/hole function can’t work

2. Encryption on ICA can’t work

3. When change resolution or color bit , they aren’t interactive for each other

4. When click Display Page without setting , it will reboot
5. When modifying the resolution or network during running wbt wizard , it will reboot 

6. Verify the memory allocated by smart card application to invalid or not when it need to be free
	1. WinCE.Net 4.0 kernel , Japan Version.
2. Support dot matrix printer likes EPSON LQ-1170C
3. Disable NumLock when power on

4. Disable NumLock at Keyboard item of Control Panel
5. Support Spanish for PowerTerm

6. Support ThinPrinter
7. Support USB CD-ROM , USB HD , USB Floppy Disk in ICA
8. Support VBScript
9. Disable disk mapping of RDP connection

10. Disable Open , Save as item in IEsample
11. Remove registry of History of IE

12. Remove “Clear History Button” of IE ; it will clear history automatically
13. Add XI-325 for PCMCIA

14. ICA client version : v6.3.1050

	V4.1.1
	1. Accept any pin number of smart card
2. The COM2 port will be occupied even if there is no built-in smart reader
1. USB Mouse moves delay on ICA connection.
2. The test function for resolution can’t work
	1. WinCE.NET 4.1 kernel

2. XP-SKIN Support
3. Add Reset\Shutdown selections at Power off

4. Add RAS Connection(DialUp, Direct, VPN, PPPoE) to Taskman.
5. Support Multi-Browser.
6. Support Reconnect when login terminal server via RDP5.1.
7. Support Enabled\Disabled command bar on RDP connection.
8. Support PDF viewer.
9. Integrated all keyboard drivers at one.
10. Support Fujitsu USB touch panel
11. ICA client version : v6.3.1064

	V4.1.1.TC
	
	1. WinCE.NET 4.1 kernel , Tradition Chinese Version.
2. Memory requirement : 128MB , which instead of 64MB

3. XP-SKIN Support
4. Add Reset\Shutdown selections at Power off

5. Add RAS Connection(DialUp, Direct, VPN, PPPoE) to Taskman.
6. Support Multi-Browser.
7. Support Reconnect when login terminal server via RDP5.1.
8. Support Enabled\Disabled command bar on RDP connection.
9. Support PDF viewer.
10. Include the ICA client v6.3.1064.
11. Integrated all keyboard drivers at one. 

12. Support Fujitsu USB touch panel 
13. ICA client version : v6.3.1064

	V4.1.2-T1
	When login the terminal server via RDP, the language at terminal server can't change the selected language at wbt.

	1. ICA client version : v6.3.1064

	V4.1.2-T2
	1. When WRM have to reboot , registry didn't be saved

2. 
	1. ICA client version : v6.3.1064

	V4.1.2
	1. When login the terminal server via RDP, the language at terminal server can't change the selected language at wbt.

2. When WRM have to reboot , registry didn't be saved
3. Cursor appears not correct color
	1. ICA client version : v6.3.1064

	V4.2.1
	1. Local IE can’t work when discharge electricity
2. If select USB printer with thinprinter and reboot , thinprinter program will destroy .

3. Some printers can’t work .
	1. WinCE.NET 4.2 kernel

2. Customized each RDP connection as Colors , Local Resources and Experience

3. Support USB Hard Drive with RDP connection

4. Support two kinds of VPN : L2TPVPN & PPTPVPN

5. Support WinCard with RDP connection

6. Support COM port redirection with RDP connection

7. ICA client version : v6.3.1064

8. RDP client version : v5.1

9. Local IE browser : v6.0

	V4.2.2
	1. When connect RDP connection and enable the local disk , system files at DOC/DOM will appear at Windows Explorer
	

	V4.2.3
	1. Solved the input slower at ICA protocol
2. When press AltGr key , keyboard driver doesn’t send CTRL and LALT event
	1. Enabled Certificate feature of Control panel

2. ICA client version : v7.0.1101

3. Power term version : 6.3.5(9cbe)
4. Added new way to import Certificate via Smart Card

5. Support Certificate feature for ICA

6. Support Global password : If user set system password , thinclient allows Global password and the password set by user . 

7. Support AT mode feature

	V4.2.4
	1. WBT is issued licenses from server (ICA &
RDP connection) , but it can’t be identified
which kind of license it used
	1. Add the network initialization when booting

2. Support Secure Port with RDP : allowed user to

use character “:” with RDP server name

3. Support USB Barcode Reader

4. ICA client version : v7.0.1101

5. Power term version : 6.3.5(9cbe)
6. RDP client version : v5.1

7. Local IE browser : v6.0



	V4.2.5
	1. When execute connection automatically and failed to connect , keyboard can’t work ; the focus lost

2. Initialing Network when booting

3. The some characters appears incorrect with USB keyboard , for instance , “1” in NumPad

4. User can’t be allowed to type 4 characters password with RDP connection

5. User can’t save connections or it remains the last connections with smart card when save another connection

6. Smart card problem : 

a. Can’t appear Connection Manager when select Smart card mode and insert smart card with none / one connection.

b. Can’t save / delete connection within smart card
7. Bootscard program crashed problem :

a. when put-off smart card within connection manager mode 

b. when insert smart card with smart card mode and it didn’t appear Connection Manager and put-off the smart card
8. Clean the hive base file when firmware upgrade and reset to factory-default setting.
	1. Support German (IBM) keyboard layout

2. Support Wincard with ICA connection

3. ICA client version: v 8.00.26449
4. Power term version: 6.3.5(9cbe)
5. RDP client version: v5.1

6. Local IE browser: v6.0

	V4.2.6
	1. When ICA disconnected, ICA client will connection to server automatically, and this new session won’t be to control by Connection Manager.

2. When connected to server with RDP connection, and executed some program such as Power Pointer with a few day, it will appear black block.
	1. Support Polish Language (Programmer & 241)

2. Support wireless card with 3.3V

3. Support NumLock when booting

4. ICA client version: v 8.00.26449
5. Power term version: 6.3.5(9cbe)
6. RDP client version: v5.1

7. Local IE browser: v6.0

	V5.0.0
	1. When connected to server with RDP connection, and executed some program such as Power Pointer with a few days, it will appear black block.
	1. Based on CE5.0 kernel

2. Support RDP v5.5

3.  Support ICA v8.33

    Graphics Optimization and Support Presentation Server3.0.

4.  Support Internet Explorer v6.0

    Support Jscript , VBScript, HTML / DHTML and Multi Language

    Security Management, Popup Dialog Management, Privacy Management

5.  Dialing Management

6.  Owner Management (Personal Setting)

7.  Printer Port Support : Serial, Parallel, Network

8.  Password Management

9.  Wireless 802.11b

10. PCL Printer

11. Windows Media Player v9.0

12. Line Printer (LPD) support.

13. PXE support

14. ThinPrinter support

15. Smart Card support

16. PDF viewer

17. Terminal Emulator v7.2.0 (Build 1000-rel.8869), support SSH.

	5.0.1
	1. When select another access point for wireless, the system will hang up.
	1. Support 16K & 32 K smart card.

2. ICA client version: v v8.33.31639
3. Power term version: 7.2.0 (Build 1000-rel.8869)
4. RDP client version: v5.5

5. Local IE browser: v6.0


